§21.253

§21.253 Type certificates: application.

(a) To obtain, under the delegation
option authorization, a type certificate
for a new product or an amended type
certificate, the manufacturer must
submit to the Administrator—

(1) An application for a type certifi-
cate (FAA Form 312);

(2) A statement listing the airworthi-
ness requirements of this chapter (by
part number and effective date) that
the manufacturer considers applicable;

(3) After determining that the type
design meets the applicable require-
ments, a statement certifying that this
determination has been made;

(4) After placing the required tech-
nical data and type inspection report
in the technical data file required by
§21.293(a)(1)(i), a statement certifying
that this has been done;

(5) A proposed type certificate data
sheet; and

(6) An Aircraft Flight Manual (if re-
quired) or a summary of required oper-
ating limitations and other informa-
tion necessary for safe operation of the
product.

§21.257 Type certificates: issue.

An applicant is entitled to a type cer-
tificate for a product manufactured
under a delegation option authoriza-
tion if the Administrator finds that the
product meets the applicable air-
worthiness, noise, fuel venting, and ex-
haust emission requirements (includ-
ing applicable acoustical change or
emissions change requirements in the
case of changes in type design).

[Amdt. 21-68, 55 FR 32860, Aug. 10, 1990]

§21.261 Equivalent safety provisions.

The manufacturer shall obtain the
Administrator’s concurrence on the ap-
plication of all equivalent safety provi-
sions applied under §21.21.

§21.267

To have a new model or new type cer-
tificate listed on his production certifi-
cate (issued under Subpart G of this
part), the manufacturer must submit
to the Administrator—

(a) An application for an amendment
to the production certificate;

(b) After determining that the pro-
duction certification requirements of
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Subpart G, with respect to the new
model or type, are met, a statement
certifying that this determination has
been made;

(c) A statement identifying the type
certificate number under which the
product is being manufactured; and

(d) After placing the manufacturing
and quality control data required by
§21.143 with the data required by
§21.293(a)(1)(ii), a statement certifying
that this has been done.

§21.269 Export airworthiness approv-
als.

The manufacturer may issue export
airworthiness approvals.

§21.271 Airworthiness approval tags.

(a) A manufacturer may issue an air-
worthiness approval tag (FAA Form
8130-3) for each engine and propeller
covered by §21.251(b)(4), and may issue
an airworthiness approval tag for parts
of each product covered by that sec-
tion, if he finds, on the basis of inspec-
tion and operation tests, that those
products conform to a type design for
which he holds a type certificate and
are in condition for safe operation.

(b) When a new model has been in-
cluded on the Production Limitation
Record, the production -certification
number shall be stamped on the engine
or propeller identification data place
instead of issuing an airworthiness ap-
proval tag.

[Amdt. 21-5, 30 FR 11375, Sept. 8, 1965, as
amended by Amdt. 21-43, 40 FR 2577, Jan. 14,
1975]

§21.273 Airworthiness certificates

other than experimental.

(a) The manufacturer may issue an
airworthiness certificate for aircraft
manufactured under a delegation op-
tion authorization if he finds, on the
basis of the inspection and production
flight check, that each aircraft con-
forms to a type design for which he
holds a type certificate and is in a con-
dition for safe operation.

(b) The manufacturer may authorize
any employee to sign airworthiness
certificates if that employee—

(1) Performs, or is in direct charge of,
the inspection specified in paragraph
(a) of this section; and
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Federal Aviation Administration, DOT

(2) Is listed on the manufacturer’s ap-
plication for the delegation option au-
thorization, or on amendments thereof.

[Amdt. 21-5, 30 FR 11375, Sept. 8, 1965, as
amended by Amdt. 21-18, 32 FR 15472, Nov. 7,
1967]

§21.275 Experimental certificates.

(a) The manufacturer shall, before
issuing an experimental certificate, ob-
tain from the Administration any limi-
tations and conditions that the Admin-
istrator considers necessary for safety.

(b) For experimental certificates
issued by the manufacturer, under this
subpart, for aircraft for which the man-
ufacturer holds the type certificate and
which have undergone changes to the
type design requiring flight test, the
manufacturer may prescribe any oper-
ating limitations that he considers
necessary.

§21.277 Data review and service expe-
rience.

(a) If the Administrator finds that a
product for which a type certificate
was issued under this subpart does not
meet the applicable airworthiness re-
quirements, or that an unsafe feature
or characteristic caused by a defect in
design or manufacture exists, the man-
ufacturer, upon notification by the Ad-
ministrator, shall investigate the mat-
ter and report to the Administrator the
results of the investigation and the ac-
tion, if any, taken or proposed.

(b) If corrective action by the user of
the product is necessary for safety be-
cause of any noncompliance or defect
specified in paragraph (a) of this sec-
tion, the manufacturer shall submit
the information necessary for the issue
of an Airworthiness Directive under
Part 39.

§21.289 Major repairs, rebuilding and
alteration.

For types covered by a delegation op-
tion authorization, a manufacturer
may—

(a) After finding that a major repair
or major alteration meets the applica-
ble airworthiness requirements of this
chapter, approve that repair or alter-
ation; and

(b) Authorize any employee to exe-
cute and sign FAA Form 337 and make

§21.293

required log book entries if that em-
ployee—

(1) Inspects, or is in direct charge of
inspecting, the repair, rebuilding, or al-
teration; and

(2) Is listed on the application for the
delegation option authorization, or on
amendments thereof.

§21.293 Current records.

(a) The manufacturer shall maintain
at his factory, for each product type
certificated under a delegation option
authorization, current records con-
taining the following:

(1) For the duration of the manufac-
turing operating under the delegation
option authorization—

(i) A technical data file that includes
the type design drawings, specifica-
tions, reports on tests prescribed by
this part, and the original type inspec-
tion report and amendments to that re-
port;

(ii) The data (including amendments)
required to be submitted with the
original application for each produc-
tion certificate; and

(iii) A record of any rebuilding and
alteration performed by the manufac-
turer on products manufactured under
the delegation option authorization.

(2) For 2 years—

(i) A complete inspection record for
each product manufactured, by serial
number, and data covering the proc-
esses and tests to which materials and
parts are subjected; and

(ii) A record of reported service dif-
ficulties.

(b) The records and data specified in
paragraph (a) of this section shall be—

(1) Made available, upon the Admin-
istrator’s request, for examination by
the Administrator at any time; and

(2) Identified and sent to the Admin-
istrator as soon as the manufacturer
no longer operates under the delega-
tion option procedures.

Subpart K—Approval of Materials,
Parts, Processes, and Appliances

SOURCE: Docket No. 5085, 29 FR 14574, Oct.
24, 1964, unless otherwise noted.
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